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• Assembly and Hookup Sheet
• Printed Circuit Board
• 13 Pin Socket
• 12 Pin Male Header
• 10 Pin Male Header
• 10uf Capacitor
• .1uf Capacitor
• 100k Resistor

The Perseus Carrier #1
includes the following

Assembly

Step 1

Step 2 Step 3 Step 4

Notch

Step 1
Install the 14 pin socket into the position
marked U1.  Make sure the notch is facing the
left as shown.

Step 2
Install the 100K resistor into the position
marked R1.

Step 3
Install the .1uf capacitor into the position
marked C2.

Step 4
Install the 10uf capacitor into the position
marked C1.  Make sure the negative side (band)
is facing down as shown.
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Assembly Cont
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Perseus Carrier 1 Option Pak

If you purchased the Perseus Carrier 1
option pak install it now.

OP Step 1
Install the 2 pin header into the position
marked J1.  This is the jumper that enables
the 5v regulator.

OP Step 2
Install the 3 5 pin headers as shown.  Note
that you need not install all 5 pins.  These
connections are compatible with servo
connectors.  Signal lead up.

OP Step 3
Install the 5v regulator into the position
marked U2.  Make sure the black side of
the regulator is up as shown.

Step 5

Install the 10 pin and 12 pin headers as
shown.

OP Step 1

OP Step 2

OP Step 3

12 pin10 pin

Step 6

Install the Perseus into the carrier.  Make
sure the notch on th perseus chip is facing
the left.
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PR Vss --

PR Vdd --

PR TX --

PR RX --

PR Atn --

EZ232
Driver

Hookup
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Standard Hookup

-- Port 0

-- Port 1

-- Port 2

-- Port 3

-- Port 4

-- Port 5

-- Port 6

-- Port 7

-- Port 10

-- Vss (GND)

-- Vdd (+5v)

-- Atn

PR Vss --

PR Vdd --

PR TX --

PR RX --

PR Atn --

EZ232
Driver
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Port 9 --

Port 8 --

Vss --

Vss --

(7-12v) Vin --

Option Pack Hookup

J1 Enaables the 7805 regula-
tor.  For low power/low voltage
operations remove.
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Perseus Carrier 1 Schematic
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Typical Breadboard
hookup showing the
EZ232 driver.
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